ISO

Characteristics
MECHANICALS

q3

Assembly Horizontal pulling or pushing

Structure Aluminium

Casing [L x H x D) 600 x 100 x 130 mm

Weight 9.5 kg

Flasks ABS Shoc Black ULVO plastic

Protection index P32

PERFORMANCES

Max. opening angle 120° pushing, 95° pulling with a tolerance of +/- 3°

Max. weight of door 1000 mm width Pushing Pulling
250 kg 160 kg

Passage width min/max* Pushing Pulling

-1 leaf
- 2 leaves

650 / 1500 mm 820/ 1500 mm
1300/ 3000 mm 1640 / 3000 mm

Opening / closing time

Adjustable from 3 to 6 seconds for a weight of 80 to 250 kg (pushing]

Timing, holding open

0 to 60 seconds

Output

2 dry contacts NO [closed/open door position)

ELECTRICAL ENVIRONMENT

Supply

230 VAC, 50 Hz

Max. consumption

<120W

Humidity rate

10 % to 93 % without condensation

Operating temperature

-15° C to +60° C

STANDARDS
CE Electromagnetic compatibility: 2004/108/CE directive, Electrical security -
Low voltage: 2006/95/CEE directive, Construction products: 89/106/CE -
93/68/CE directives, Machines: 2006/42/CE directive
EN 60335 -1 Safety of household and similar electrical appliances
EN 61000-6-3 EMC: emission for residential, commercial and light-industrial environments
EN 61000-6-2 EMC: immunity for industrial envrionments
* See Operator Capacity
Features

Master / slave operation (2 operators)

Push & go function

Anti-wind function

Open / close speed adjustment

Hold opening time adjustment

Curtain inhibition angle adjustment IR (70 to 125 °)

Internal opening and closing end stops adjustment

Equipment / Options

Master / slave communication cable

IR curtain

Antipanic pulling arm (clutchable rod)

6-position key selector

Customised operator (Cover and frame at desired length)

Intermediate cover (2 operators)

Special lacquering, Special coatings (Stainless steel...), Anodised colour
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Raw finish, Natural satin finish
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Electro-mechanical operator
for swing door

ISOIIII |

The 1S O operator allows automation of
any type of swing door, whether new or old.

Designed for intensive use, it is suitable for
all places where large numbers of people are

moving around: offices, hotels, restaurants...
It is also intended for areas where hygiene
rules have to be observed and where it is not

appropriate to touch door handles: hospitals,
clinics, medical surgeries, laboratories...
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ISO

Elegant and silent, the ISO operator simply turns any door
into an automatic door.

It is compact and offers no fewer high-performance
functioning and safety characteristics, handling
heavy doors up to 250 kg as a pushing operator.

ISO is a self-teaching electro-mechanical
swing door operator. The door is opened by
micro-controller. In case of power failure, the
door is closed by an electro-mechanical device.

130 MM
/4_/

Its box with rounded curves and all colours
blends in with the top of the doors.

COMPASS ARM FOR SLIDING ARM FOR

PULLING ASSEMBLY

PUSHING ASSEMBLY

LOGICAL UNIT @ ACTUATOR UNIT

¢ MOTOR / TRANSMISSION DEVICE
e END-OF-MOVEMENT SYSTEM
e INTRINSIC ENERGY RECALL DEVICE

e OPERATOR CONFIGURATION
BY MINI SWITCHES
e ADJUSTMENT BY POTENTIOMETER
e CONTACT OUTPUTS
e MASTER/SLAVE DIALOG
¢ DETECTION / SECURITY /
CONTROL INPUTS

+ 3-POSITION MODE SELECTOR
- AUTOMATIC MODE
- MANUAL MODE (OFF)
_ OPEN MODE @] * ARTICULATED ARM (PUSH) OR ROD

. (PULLING) / FIXED ARM
DOOR STATUS LED INDICATOR LIGHT « PROTECTION OF ARTICULATIONS

AND SHAFTS BY SAFETY-GIVING
AND ELEGANT CASINGS.

Controls and detectors

ISO can be controlled by different control systems such a push-buttons,
radars, infrared curtains, contact mats, etc.

Safety devices can also be connected [fire alarm device, electric striker
plates, suckers....

3-position mode selector
on the operator

6-position selector Overall view

The 1S O operator is proposed as
pulling (sliding arm) or pushing
operator (compass arm), opening
on left or right side.

As pulling assembly, an antipanic
breakable arm can be installed to
handle the leaf in both directions.

¢ The settings for the door movement are automatically
pre-defined by a programme to ensure flowing and
safe movement of the door however heavy it is.
If an obstacle gets in the way of the opening or
closing door, the door stops and reopens or recloses
automatically and gets ready to start again.

In the event of an electrical power cut, the operator
works in the same way as a standard door closer:
The door closes mechanically and safely via an
Intrinsic Mechanical Energy device. The door can
then be used manually.

The "Push and Go” function brings an appreciable

aid to the user for opening, whilst manual operation
is allowed: the ISO operator opens the door auto-
matically as soon as the user begins to push the door.

Weight (Kg)

Pulling arm

Protective casing
on arm

Typical applications

Pushing arm g‘_ EMERGENCY
EXISTS

WINDY
AREAS

INDUSTRY AND
TERTIARY

HOSPITAL
MEDICAL

HANDICAPPED
PERSON ACCESS
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Antipanic pulling arm

¢ ISOis designed to work in a windy area. The

“anti-wind” function closes the door (pushing
operator] despite the strength of the draught.

e In the case of a double door, 2 ISO operators are

associated to work as “master and slave”. The master
door opens before the slave door, and closes again
last for the right overlapping of the doors.

Operator Capacity

= Pulling Operator
= Pushing Operator

\

650 700 750 800 850 900 950 1000 1050 1100 1150 1200 1250 1300 1350 1400 1450 1500
Leaf width (mm)

Switch without contact




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles false
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile ()
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (Coated FOGRA27 \050ISO 12647-2:2004\051)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.3
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends false
  /DetectCurves 0.1000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages false
  /ColorImageDownsampleType /Average
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages false
  /GrayImageDownsampleType /Average
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages false
  /MonoImageDownsampleType /Average
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (Coated FOGRA27 \050ISO 12647-2:2004\051)
  /PDFXOutputConditionIdentifier (FOGRA27)
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /CreateJDFFile false
  /Description <<

  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /NoConversion
      /DestinationProfileName (Coated FOGRA27 \(ISO 12647-2:2004\))
      /DestinationProfileSelector /UseName
      /Downsample16BitImages true
      /FlattenerPreset <<
        /ClipComplexRegions true
        /ConvertStrokesToOutlines false
        /ConvertTextToOutlines false
        /GradientResolution 300
        /LineArtTextResolution 1200
        /PresetName <FEFF005B004800610075007400650020007200E90073006F006C007500740069006F006E005D>
        /PresetSelector /HighResolution
        /RasterVectorBalance 1
      >>
      /FormElements true
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 6
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /UseName
      /PageMarksFile /RomanDefault
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [566.929 822.047]
>> setpagedevice


